PLAN VIEW

NOT TO SCALE

UPHILL FRONT CORNER OF HOOD IS
12" BEHIND TYPICAL FACE OF CURB

3'TO 8

FIELD LOCATION OF CATCH BASIN:

GRATE ELEVATION = PLAN ELEV. (2" BELOW TYPICAL GUTTER LINE)
STATION = PLAN STATION

OFFSET = PLAN OFFSET PLUS 0.5' (AT TYPICAL BACK OF CURB)

PLAN LOCATION OF GRATE ELEVATION, STATION, AND OFFSET

6"

CURB

(AT TYPICAL FACE OF CURB)

NOTES:

1. CONSTRUCT HILLSIDE CURB INLET CATCH BASINS ON
ROAD PROFILE GRADES OF 5% OR STEEPER, OR AS
OTHERWISE REQUIRED BY THE CITY ENGINEER.

, 2. ALL CATCH BASIN SPECIFICATIONS SHALL BE AS PER

STANDARD DRAWING NO. 1 OR 2, AS APPLICABLE.

DOWNHILL FRONT CORNER OF HOOD
MATCHES TYPICAL FACE OF CURB

TYPICAL FACE OF CURB/GUTTER LINE

PROFILE VIEW

NOT TO SCALE
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TOP OF CURB
@ PLAN SLOPE

TOP OF CATCH BASIN
STRUCTURE AND INLET FRAME
ARE SET LEVEL

CURB 6"
- /] 2ame
TeE-T
~__ / * DIMENSIONS SHOWN ON BASED ON A
~ — PRECAST CONCRETE CURB INLET CATCH
EE— BASIN WITH 6" WALLS
ADJUST TOP OF HOOD TO

TYPICAL COINCIDE AS BEST AS POSSIBLE

CURB LINE WITH TYPICAL CURB SLOPE

PROJECTION

8" FROM TOP OF GRATE (AT

GUTTER LINE) TO TOP OF HOOD

AT DOWNHILL SIDE OF INLET

TOP OF CURB
@ PLAN SLOPE
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STANDARD DRAWING NO. 3

HILLSIDE CURB INLET CATCH
BASIN

SHEET 1 OF 1




